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SOLENOID VALVES

Solenoid Valves—all valves have hi-temp seals

AES p/n | OEM p/n Description

756140 3 port valve MAC 24VDC 8.5W
rect. plug w/ LED

756141 3 port valve MAC 24V DC 17.1W
rect. plug w/ LED

756142 5 port valve MAC 24V DC 5.4W
rect. plug w/ LED
5 port valve 24V DC 8W

756145 R::;ggg replaces Roba 145988, 147000
Accepts 3 pin round connector 756146

756146 Connector, 3 pole round, suit 756145
Solenoid valve, 24VDC

756160 | RI25327 suit Roba pump KPC12, 5

756161 Cgil Burkett 24VDC, 8W
suit Roba pump

756170 | N1034621 2 port valve MAC 24VDC, 7.3 W
suit Vista, 14:]1 pump

756172 | N237293 |2 Port valve 24VDC
suit Vista, 21:1 pump

756173 Coil 24VDC, for 756172 valve

756155 | N336935 3 port valve MAC 24VDC 24W,
suit Nordson® 10:1 pump

756220 3 port valve MAC 240VAC 6.5W
2 port valve 240VAC

756250 | N274669 suit 2300, 3000 Multiscan 14:1 pump
2 port valve 240VAC

756252 | N132384 suit 3000 Multiscan 21:1 pump

756253 Coil 240VAC, for 756252 valve
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